Jun-27-2006 03:37pm 



Frora-8588456880 



RECEIVED 
CENTRAL FAX CENTER 



T-722 P. 004/01 6 F- 



Appl.No. 10/682,150 
Arodt. dated March 28, 2006 
Reply to Office Action of 3/28/06 



JUN 2 7 2006 



PATENT 
Docket; 0301 48 



IN THE CLAIMS 



Please amend the claims as follows; 

I # (Currently amended) A wireless device in a wireless communication system, 
comprising: 

a receiver unit operative to perform a full p ower scan on anfest -an entire list of radio 
frequency (RF) channels of interest for cell selection perform a partial power scan on a first list 
of RF channels for cell reselection. and provide received signal strength measurements for the 
RF channels in the first list, wherein the first list includes RF channels on which to search for a 
suitable cell from which communication service may be received, and wherein the first list 
includes fewer than all RF channels in the entire list e valuated for cell selection; and 

a controller operative to obtain a second list of at least one RF channel selected from 
among the RF channels in the first list, initiate processing of the at least one RF channel in the 
second list to find the suitable cell, and select the suitable cell, if found, as a new serving cell 
from which to receive service. 

2. (Currently amended) The device of claim 1 , wherein the controller is operative to 
identify a ceil that is better than a current serving cell and to initiate cell reselection to the better 
cell, and 

wherein the partial p ower scan on the first list of RF channels a nd the processing of the at 
least one RF channel in the second list are performed only if the cell reselection to the better cell 
fails. 

3. (Currently amended) The device of claim 1, wherein the controller is operative to 
determine that service can no longer be received from a current serving cell, obtain a list of 
candidate cells from which service may be obtained, and initiate cell reselection for the candidate 
cells, and 
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wherein the partial p ower scan op the first list of RF channels and the processing of the at 
least one RF channel in the second list are performed only if the cell reselection to tbe candidate 
cells fails. 

4. (Original) The device of claim l 7 wherein the second list includes N RF channels 
in the first list with strongest received signal strength measurements, where N> hand wherein 
the N RF channels in the second list are processed in parallel to find the suitable cell. 

5. (Original) The device of claim 4, wherein the controller is operative to, for each 
of the N RF channels, direct the receiver unit to acquire the RF channel, schedule decoding of a 
broadcast channel for the RF channel, and direct decoding of the broadcast channel for the RF 
channel at a scheduled time to determine whether the RF channel is for die suitable cell, 

6. (Currently amended) The device of claim 5, wherein the controller is further 
operative to terminate processing of the N RF channels in the second list set-upon finding the 
suitable cell. 

7. (Original) The device of claim 1, wherein the wireless communication system is 
a Global System for Mobile Communications (GSM) system. 

8. (Currently amended) A method of performing cell reselection in a wireless 
communication system, comprising: 

performing a full power scan on an entire list of radio frequency CRF) channels of interest 
for cell selection; 

obtaining a first list of radio fr e qu e ncy (RF) R £_channels on which to search for a 
suitable cell from which communication service may be received, wherein the first list includes 
fewer than all RF channels in the entire list evaluated for cell selection; 

performing a partial p ower scan on the first list of RF channels t o obtain received signal 
strength measurements for the RF channels in the first list; 
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obtaining a second list of at least one RF channel selected from among the RF channels in 
the first list; 

processing the at least one RF channel in the second list to find the suitable cell; and 
selecting the suitable cell, if found, as a new serving cell from which to receive service, 

9, (Currently amended) The method of claim 8, wherein the performing the partial 
power scan includes 

for each of the RF channels in the fust list-set. 

obtaining a sufficient number of received signal strength measurements for the RF 
channel, and 

computing an average of the received signal strength measurements for the RF 
channel 

10, (Currently amended) The method of claim 8, further comprising: 
identifying a cell that is better than a current serving cell; 
performing cell reselection to the better cell; and 

performing die obtaining a first list, performing a partial p ower scan, obtaining a second 
list, processing, and selecting if the cell reselection to the better cell fails. 

1 1 . (Currently amended) The method of claim 8, further comprising: 
detennining that service can no longer be received from a current serving cell; 
obtaining a list of candidate cells from which service may be obtained; 
performing cell reselection for the candidate cells; and 

performing the obtaining a first list, performing a partial p ower scan, obtaining a second 
list, processing, and selecting if the cell reselection to the candidate cells fails. 

12. (Original) The method of claim 8, wherein the second list includes all of the RF 
channels in the first list. 
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13. (Original) The method of claim 8, wherein the second list includes N RF 
channels in the first list with strongest received signal strength measurements, where N £ 1. 

1 4. (Original) The method of claim 13, wherein N > 1 , and wherein the N RF 
channels in the second list are processed in parallel to find the suitable cell. 

15. (Original) The method of claim 14, wherein the processing includes 
for each of the N RF channels 

acquiring the RF channel, 

scheduling decoding of a broadcast channel for the RF channel, and 
decoding the broadcast channel for the RF channel at a scheduled time to 
determine whether the RF channel is from the suitable cell. 

16. (Original) The method of claim 1 5, wherein the processing further includes 
terminating the acquiring, scheduling, and decoding upon finding the suitable cell. 

17. (Original) The method of claim 1 5, wherein the processing further includes 
terminating the acquiring, scheduling, and decoding upon finding a most suitable cell 

with strongest received signal strength measurement among all suitable cells for the N RF 
channels, 

1 8. (Currently amended) The method of claim 8 t further comprising: 

if a suitable cell is not found, performing cell selection for all of the RF channels in the 
entire list t o be evaluated for cell selection. 

19. (Original) The method of claim 8, wherein the wireless communication system is 
a Global System for Mobile Communications (GSM) system. 
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20. (Currently amended) An apparatus in a wireless communication system, 
comprising: 

means for performing a full power scan on an entire list of radio frequency (RH channels 
of interest for cell selection: 

means for obtaining a first list of radio frequ e ncy (RF^RF channels on which to search 
for a suitable cell from which communication service may be received, wherein the first list 
includes fewer than all RF channels in the entire list evaluated for cell selection; 

means for performing a partial p ower scan on the first list of RF channels t o obtain 
received signal strength measurements for the RF channels in the first list; 

means for obtaining a second list of at least one RF channel selected from among the RF 
channels in the first list; 

means for processing the at least one RF channel in the second list to find the suitable 
cell; and 

means for selecting the suitable cell, if found, as a new serving cell from which to receive 
service. 

21 . (Currently amended) A processor readable media for storing instructions 
operable in a wireless device to: 

initiate a full power scan on an entire list of radio frequency (RF) channels of interest for 
cell selection; 

obtain a first list of radio frequency (RF - V RF channels on which to search for a suitable 
cell from which communication service may be received, wherein the first list includes fewer 
than all RF channels in the entire list evaluated for cell selection; 

initiate a partial p ower scan on the first list of RF channels t o obtain received signal 
strength measurements for the RF channels in the first list; 

obtain a second list of at least one RF channel selected from among the RF channels in 
the first list; 

initiate processing the at least one RF channel in the second list to find the suitable cell; 

and 
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select the suitable cell, if found, as a new serving cell from which to receive service* 

22. (Currently amended) A wireless device in a Global System for Mobile 
Communications (GSM) system, comprising: 

a receiver unit operative to perform a fall p ower scan for a first - on an entire list of radio 
frequency (RF) channels of interest for cell selection, to perform a partial power scan on a first 
list of RF channels for cell reelection and to obtain received signal strength measurements for 
the RF channels in the first list, wherein the first list includes RF channels on which to search for 
a suitable cell from which communication service may be received, and wherein the first list 
includes fewer than all RF channels in the entire list e valuated for cell selection; and 

a controller operative to obtain a second list of N RF channels corresponding to N RF 
channels in the first list with strongest received signal strength measurements, where N > 1, 
initiate parallel decoding of the N RF channels in the second list to find the suitable cell, and 
select the suitable cell, if found, as a new serving ceil from which to receive service. 

23. (Currently amended) A method of performing cell reselection in a Global System 
for Mobile Communications (GSM) system, comprising: 

performing a full power scan on an entire list of radio frequency (PF) ru nnels of interest 
for cell selection; 

obtaining a first list of radio frequency (RF) RFchannels on which to search for a 
suitable cell from which communication service may be received, wherein the first list includes 
fewer than all RF channels in the entire list e valuated for cell selection; 

performing a partial p ower scan on the first list of RF channels t o obtain received signal 
strength measurements for the RF channels in the first list; 

obtaining a second list of N RF channels corresponding to N RF channels in the first list 
with strongest received signal strength measurements, where N£ 1; 

performing parallel decoding of the N RF channels in the second list to find the suitable 



selecting the suitable cell, if found, as a new serving cell from which to receive service. 



cell; and 
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24. (Currently amended) The method of claim 23, further comprising: 
identifying a cell better than a current serving cell based on the received signal strength 

measurements; 

performing cell reselection to the better cell; and 

performing the obtaining a first list, performing a partial p ower scan, obtaining a second 
list, performing parallel decoding, and selecting the suitable cell if the cell reselection to the 
better cell fails. 

25, (Original) The method of claim 24, wherein the first list includes RF channels 
from a BCCH allocation (BA) list for the current serving cell. 

26, (Currently amended) The method of claim 23, further comprising: 
determining that service can no longer be obtained from a current serving cell; 
obtaining a list of candidate cells from which service may be obtained, wherein the 

candidate cells are from a BCCH allocation (BA) list for the current serving cell; 
performing cell reselection for the candidate cells; and 

performing the obtaining a first list, performing a partial p ower scan, obtaining a second 
list, performing parallel decoding, and selecting the suitable cell if the cell reselection to die 
candidate cells fails. 

27. (Original) The method of claim 26, wherein the first list includes RF channels 
from the BA list for the current serving cell. 

28. (Original) The method of claim 27, wherein the first list excludes RF channels 
for the current serving cell. 

29, (Original) The method of claim 23, wherein the parallel decoding includes 
for each of the N RF channels, 
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acquiring a synchronization channel (SCH) for the RF channel, 

scheduling decoding of a broadcast control channel (BCCH) for the RF channel if 

the SCH for the RF channel is acquired, and 

decoding the BCCH of the RF channel at a scheduled time to determine whether 

the RF channel is for the suitable cell. 

30. (Original) The method of claim 29, wherein the parallel decoding includes 
terminating the acquiring, scheduling, and decoding upon finding a most suitable cell 

with strongest received signal strength measurement among all suitable cells for the N RF 
channels. 

3 1 . (Currently amended) An apparatus in a Global System for Mobile 
Communications (GSM) system, comprising: 

means for per forming a full power scan on an entire list of radio frequency (RF) channels 
of interest for cell selection: 

means for obtaining a first list of radio froqqonoy (RF) RF channels on which to search 
for a suitable cell from which communication service may be received, wherein the first list 
includes fewer than all RF channels in the entire list e valuated for cell selection; 

means for performing a gartiaLpower scan on the first list of RF channels t o obtain 
received signal strength measurements for toe RF channels in the first list; 

means for obtaining a second list of N RF channels corresponding to N RF channels in 
the first list with strongest received signal strength measurements, where N > 1 ; 

means for performing parallel decoding of the N RF channels in the second list to find the 
suitable cell; and 

means for selecting the suitable cell as a new serving cell from which to receive service. 

32. (New) A method comprising: 
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performing cell selection with a first list of radio frequency (R¥) channels to identify a 
current s erving cell from which to receive communication service, the cell selection performing a 
first power scan on the first list of RF channels- 

if the current serving cell bec omes unsuitable or a better cell is identified, performing; 
first cell reselection on at least one candidate cell to identify a new serving cell: and 

if the first ce ll reselection fails, performing second cell reselection with a second list of 
RF channels to identify the new s erving cell the second cell reselection performing a second 
power scan on the second list of RF c hannels, the second list including a subset of the RF 
cfonnels in the first list. 

33* (New) The method of claim 32, wherein the performing first cell reselection 
comprises 

attempting acq uisition on a list of cells identified to be better than the current serving cell 
based on received signal strength mea surements. 

34. (New) The method of claim 32, wherein the performing first cell reselection 
ypmpyises 

attempting acquisition on a lis t of cells for which received signal strength measurements 
are available. 

35* (New) The method of claim 32, further comprising: 

if the second cell reselection fai ls, performing second ceU selection with the first list of 
RF channels, the second cell selectio n performing a third power scan on the first list of RF 



channels. 
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